UHF Antenna Diversity Digital PiIot Ktv Wireless Microphone Series
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YTK made a new Generation ACT series wireless microphone,solid and durable metal shell intellectualized and
multi—-functional function can make a rapid installation , wider frequency response ,better dynamic range, offer a

unique sound for KTV application.

* Upto 200 frequencies selectable come with two optional transmitters.
* Use up to 4 simultaneous system-all channels compatible.
e Automatic frequency scanning, automatic transmitter set up.

* Diversity operation for increasing reliability.

e | CD screen shows frequency,antenna active,RF and AF status.

Receiver:

YTKMR-U9320ES |

TiEECE Available Matching Set

MR-U9320ES SET Al
1 W+ 2F 5 A 5785

e 1Receiver+2handheld transmitter

MR-U9320ES SET A2
1+ 2i2 B & 5088

«1Receiver+2Bodypack transmitter

MR-U9320ES SET A3

* 1B+ 1F R A Re+ LIRB R 0%
e 1Receiver+1handheld&1Bodypack transmitter
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KEE: <0.5%

HES I 50Hz-18KHz+3db
BIRLE : >90dB
BRERER : >60M
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RS 420%256*49mm

MR-U9320ES Recelver:

Carrier Frequency: UHF650-814MHz
Channels Total: 100

Oscillation Mode: PLL Synthesized
Dynamic Range: >110dB

LHD: <0.5%
50Hz-18KHz+3dB
>90dB

>60M

DC14-22V 500mA

Frequency Response:
S/N Ratio:
Effective Use Range:

Power Supply:
Audio Output Jack:
Recelver type:

: 1Ze: 420%256"49mm

antenna diversity

Product size

1*6.3mm mix output & 2*XLR balance output
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Transmitters | Handheld & Bodypack

e 60MHz selection bandwidth
(depending on local frequency plans)

* More than eight hours of operation
with a dual AA size battery

* Selectable transmission power
for different installation

e LCD screen shows Frequency, tra- T "
nsmission power&battery status fMu\

ACT-602

IEEECE Bodypack Set

ACT-MRI3 SET'L

‘2R R HTRE & UKIEE
o Bodypack transmitter & Clip mic

ACT-602 F A 5T 28
REIHNINE 10mWag5mW
TES PLLEAMEIA[E] B
(EFHEBHERY . 2*AA

RN >50dB

SRR A 60Hz-18KHz+3dB
~mRY ®55*265mm
ACT-MRT3 &6 & 87aS

R EIHINER 10mW

TYERT - PLLEdFEER[E] B
(EFREEMER . 2*AA

FRIGZN >50dB

SR 5 50Hz-18KHz+3dB
FmRY 63*22*106mm
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e 60MHz selection bandwidth
(depending on local frequency plans)

* More than eight hours of operation
with a dual AA size battery

e Speaking/singing/Guitar Mode

e LCD screen shows Frequency,
battery status

ACT-MRT3

ACT-MRT3 SETH

* [BERRHTEE & SLRARE
« Bodypack transmitter & Headset mic

ACT-MRT3 SET G

‘BRI & Sths
« Bodypack transmitter & Guitar cable

ACT-602 Handheld Transmitter:

Transmission Power: 10mW or 5mW
Modulation Mode: PLL Synthesized
Battery type: 2*AA

Image and Spurious Rejection: >50dB
Frequency Response: 60Hz-18KHz+3dB

Product size: ®55*265mm
ACT-MRT3 Bodypack Transmitter:

Transmission Power: 10mW
Modulation Mode: PLL Synthesized
Battery type: 2*AA

Image and Spurious Rejection: >50dB

Frequency Response: 50Hz-18KHz+3dB

Product size: 63*22*106mm




